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RSS HD Series Shower Pan Installation Instructions

Before beginning the installation of any RSS shower pan, ensure the subfloor is clean, flat,
and level. Shower walls may be waterproofed either before or after installing the shower
pan. For guidance on installing RSS waterproofing membranes or RSS Pro wallboards,
please visit our website (linked in the video description), scan the on-screen QR code, or
view our additional instructional videos.

1. Dry Fitting the Shower Pan

Begin by dry fitting the shower pan in its intended location. Once positioned, remove the
pan and note the area it covered. Apply a thin layer of modified thinset over this area using
the flat side of your trowel.

Then, using a 3/8" or 1/2" square-notched trowel, apply a thicker layer of thinset over the
same area. Use directional troweling—all lines should run parallel and in the shortest
direction—to promote proper curing.

Apply a thin coat of modified thinset to the underside of the shower pan using the flat
side of the trowel, then place the shower pan into position.

2. Setting the Shower Pan
After placing the shower pan:

e« Apply even pressure across the entire surface to ensure strong adhesion. You may
gently walk over it to help press it into place.

¢ Remove any excess thinset squeezed out from beneath.

« Verify that the shower pan is level at the edges. Note that the center is intentionally
sloped for drainage.



3. Installing the Drain

Next, install the RSS-compatible shower drain per manufacturer instructions. This
demonstration uses the RSS Drain with a Twist, which allows for post-installation height
adjustment to match your tile level.

4. Waterproofing the Shower Pan
To waterproof the shower pan surface:
1. Pre-cut your RSS waterproofing membrane to fit the pan.

2. Using a 3/16" V-notch trowel, apply modified thinset directionally to the pan
surface.

3. Place the membrane, align it properly, and set it into the thinset.

4. Using a clean trowel or putty knife, press from the center outward to remove air
pockets and ensure full adhesion.

5. Cut out the drain opening, if not pre-cut, and clean any excess thinset from the
drain area.

5. Installing the Curb

For this step, use an RSS Tile-Ready Curb, which should be cut 1/4" shorter than the total
span to allow for a 1/8" gap on each side for thinset application. The curb can be cut with a
standard chop saw.

Apply thinset as follows:
« First, a smooth layer on the floor, wall, and adjacent shower pan surface.

e Then, a thicker layer using a square-notched trowel (same directional troweling
method).

e Apply a thin layer to the bottom and sides of the curb, then place it in position and
remove any excess thinset.

6. Waterproofing Seams and Corners



Begin with RSS Prefabricated Corners, applying them to all interior and exterior corners at

the base of the shower:

Use a 3/16" V-notch trowel to apply thinset where the corner will be placed.
Press the corner in using a flat trowel or putty knife.

Avoid puncturing or damaging the membrane, as this will compromise
waterproofing.

Clean off any excess thinset and repeat for each corner.

Then, seal seams between corners using RSS Waterproof Seam Banding:

Cut the banding to extend at least 2 inches past each side of the seam and overlap
the corners slightly.

Apply thinset with directional troweling.
Position the banding and press it in starting from the center outward.

Clean off excess thinset.

Repeat for each wall and curb seam.

7. Final Steps

Your installation is now ready for tile. For further assistance, please visit the Revolutionary

Shower Systems website at www.revolutionaryshowersystems.com, utilize the on-screen

QR code, or access our comprehensive library of instructional videos.
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