
 
 

RSS Pro Series Shower Pan Installation Guide 

Before installing your RSS shower pan, ensure that the subfloor is clean, flat, and level. 
Once confirmed, begin by dry fitting your shower pan. For this demonstration, we are using 
a custom RSS Pro Series shower pan with an integrated curb. This built-in curb helps 
simplify installation and improve tile alignment.

 

1. Installing the RSS Pro Shower Pan 

After dry fitting, remove the shower pan and note the area it covers. This defines where your 
thinset will be applied. 

1. Use the flat side of your trowel to apply a thin coat of modified thinset to the 
marked area. 

2. Then, using a 1/2" or 3/8" square-notched trowel, apply a thicker coat of thinset 
over the first layer. 

3. Always use directional troweling, with all ridges running in the same and shortest 
direction to allow for proper curing. 

4. Apply a thin coat of thinset to the underside of the shower pan, then place it into 
position. 

Apply firm, even pressure across the entire surface to ensure full adhesion. Gently walking 
over the shower pan may help with proper bonding. Check that the shower pan is level at 
the edges—note that the center is designed to slope for effective drainage. 

Remove any excess thinset that squeezes out from beneath the pan. 

 



2. Installing RSS Pro Wall Boards 

RSS Pro Series shower pans are designed to integrate seamlessly with RSS Pro Wall 
Boards. 

1. Before installing the wall boards, apply a continuous 1/2" bead of RSS sealant 
inside the channel between the pan and the wall framing. 

2. Install the Pro Wall Boards, then smooth out excess sealant using an RSS flat or 
corner trowel. In corners, we recommend using the RSS corner trowel. 

For a complete guide on wall board installation, visit our website or watch the dedicated 
Pro Wall Board Installation video. 

 

3. Installing the Drain 

Install your RSS-compatible drain according to the manufacturer's instructions. In this 
example, we’re using the RSS Drain with a Twist, which allows for post-installation height 
adjustment to match the finished tile surface. 

 

4. Installing the Shower Curb (If Not Integrated) 

If your shower pan does not include a built-in curb, you’ll need to install one. We 
recommend using the RSS Pro Curb, specifically designed to work with Pro Series pans. 

1. Cut the curb to be 1/4" shorter than the opening to allow for a 1/8" gap on each end 
for sealant. 

2. Apply a thin, smooth coat of modified thinset to the floor. 

3. Then, using a square-notched trowel, apply a thicker layer over the same area, 
maintaining directional troweling. 

4. Apply a generous amount of RSS sealant to the wall area that will contact the curb. 

5. Add two 1/2" continuous beads of sealant along the top and sides of the shower 
pan’s curb channel. 

6. Apply a thin layer of thinset to the bottom of the curb, place it in position, and 
check for level. 

7. Clean away any excess thinset and smooth out the sealant. 



 

5. Sealing Shower Pan Seams 

To finalize the installation: 

• Apply a continuous 1/2" bead of RSS sealant along all seams between the shower 
pan and surrounding walls. 

• Use the appropriate RSS trowel to smooth the sealant. 

• If you've installed a separate curb, apply an additional bead of sealant between the 
curb and the shower pan. 

 

Final Steps 

Once all components are properly installed and the materials have cured, your shower 
base is ready for tile. 

For more information, product support, or to view additional installation resources, please 
visit the Revolutionary Shower Systems website, 
www.revolutionaryshowersystems.com, or scan the QR code on screen, or use the link in 
the video description. 

 


